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zur Untersttltzung der Konfiguration durchfiihren. 



(57) Abstract: The invention relates to a 
method and an arrangement for configuration of 
components in a data processing unit, in particular 
for the control or regulation of a technical 
plant, in which decentralised and centralised 
components (1, 3), which are networked together, 
take on a memory-programmable control of plant 
functions. Plant components (1) each comprise 
a configuration module (4), by means of which a 
projection and/or parameterisation of the relevant 
component with regard to the controlled function is 
carried out. The components (1,3) can carry out an 
exchange of data and/or programme components, 
by means of the internal (2) and/or an external 
network (8), to support the configuration. 

(57) Zusammenfassung: Die Erfindung 

betrifFt ein Verfahren und eine Anordnung zur 
Konfiguration von Baugruppen in einer Datenver- 
arbeitungsanlage, insbesondere zur Steuerung oder 
Regelung einer technischen Anlage, bei dem bzw. 
der dezentrale und zentrale, untereinander vernetzte 
Baugruppen (1, 3) eine speicherprogrammierbare 
Steuerung von Anlagenfunktionen iibernehmen. 
Anlagenseitige Baugruppen (1) weisen jeweils 
einen Konfigurationsbaustein (4) auf, mit dem 
eine Projektierung und/oder Parametrierung 
der jeweiligen Baugruppe (1) im Hinblick auf 
die zu steuernde Funktion durchgefuhrt wird. 
Die Baugruppen (1, 3) kOnnen Uber das interne 
(2) und/oder Uber ein externes Netz (8) einen 
Austausch von Daten und/oder Programmteilen 
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